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Municipal-type solid waste means
refuse, more than 50 percent of which is
waste consisting of a mixture of paper,
wood, yard wastes, food wastes, plas-
tics, leather, rubber, and other combus-
tible materials, and noncombustible
materials such as glass and rock.

Natural gas means (1) a naturally oc-
curring mixture of hydrocarbon and
nonhydrocarbon gases found in geo-
logic formations beneath the earth’s
surface, of which the principal con-
stituent is methane; or (2) liquid petro-
leum gas, as defined by the American
Society for Testing and Materials in
ASTM D1835-82, ‘‘Standard Specifica-
tion for Liquid Petroleum Gases”
(IBR—see §60.17).

Noncontinental area means the State
of Hawaii, the Virgin Islands, Guam,
American Samoa, the Commonwealth
of Puerto Rico, or the Northern Mar-
iana Islands.

Oil means crude oil or petroleum or a
liquid fuel derived from crude oil or pe-
troleum, including distillate and resid-
ual oil.

Petroleum refinery means industrial
plants as classified by the Department
of Commerce under Standard Indus-
trial Classification (SIC) Code 29.

Potential sulfur dioxide emission rate
means the theoretical sulfur dioxide
emissions (ng/J, Ib/million Btu heat
input) that would result from com-
busting fuel in an uncleaned state and
without using emission control sys-
tems.

Process heater means a device that is
primarily used to heat a material to
initiate or promote a chemical reac-
tion in which the material participates
as a reactant or catalyst.

Pulverized coal-fired steam generating
unit means a steam generating unit in
which pulverized coal is introduced
into an air stream that carries the coal
to the combustion chamber of the
steam generating unit where it is fired
in suspension. This includes both con-
ventional pulverized coal-fired and
micropulverized coal-fired steam gen-
erating units.

Residual oil means crude oil, fuel oil
numbers 1 and 2 that have a nitrogen
content greater than 0.05 weight per-
cent, and all fuel oil numbers 4, 5 and
6, as defined by the American Society
of Testing and Materials in ASTM
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D396-78, Standard Specifications for
Fuel Oils (IBR—see §60.17).

Spreader stoker steam generating unit
means a steam generating unit in
which solid fuel is introduced to the
combustion zone by a mechanism that
throws the fuel onto a grate from
above. Combustion takes place both in
suspension and on the grate.

Steam generating unit means a device
that combusts any fuel or byproduct/
waste to produce steam or to heat
water or any other heat transfer me-
dium. This term includes any munic-
ipal-type solid waste incinerator with a
heat recovery steam generating unit or
any steam generating unit that com-
busts fuel and is part of a cogeneration
system or a combined cycle system.
This term does not include process
heaters as they are defined in this sub-
part.

Steam generating unit operating day
means a 24-hour period between 12:00
midnight and the following midnight
during which any fuel is combusted at
any time in the steam generating unit.
It is not necessary for fuel to be com-
busted continuously for the entire 24-
hour period.

Very low sulfur oil means an oil that
contains no more than 0.5 weight per-
cent sulfur or that, when combusted
without sulfur dioxide emission con-
trol, has a sulfur dioxide emission rate
equal to or less than 215 ng/J (0.5 Ib/
million Btu) heat input.

Wet flue gas desulfurization technology
means a sulfur dioxide control system
that is located downstream of the
steam generating unit and removes sul-
fur oxides from the combustion gases
of the steam generating unit by con-
tacting the combustion gas with an al-
kaline slurry or solution and forming a
liquid material. This definition applies
to devices where the aqueous liquid
material product of this contact is sub-
sequently converted to other forms. Al-
kaline reagents used in wet flue gas
desulfurization technology include, but
are not limited to, lime, limestone, and
sodium.

Wet scrubber system means any emis-
sion control device that mixes an aque-
ous stream or slurry with the exhaust
gases from a steam generating unit to
control emissions of particulate matter
or sulfur dioxide.
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Wood means wood, wood residue,
bark, or any derivative fuel or residue
thereof, in any form, including, but not
limited to, sawdust, sanderdust, wood
chips, scraps, slabs, millings, shavings,
and processed pellets made from wood
or other forest residues.

[52 FR 47842, Dec. 16, 1987, as amended at 54
FR 51819, Dec. 18, 1989]

§60.42b Standard for sulfur dioxide.

(a) Except as provided in paragraphs
(b), (c), (d), or (j) of this section, on and
after the date on which the perform-
ance test is completed or required to be
completed under §60.8 of this part,
whichever date comes first, no owner
or operator of an affected facility that
combusts coal or oil shall cause to be
discharged into the atmosphere any
gases that contain sulfur dioxide in ex-
cess of 10 percent (0.10) of the potential
sulfur dioxide emission rate (90 percent
reduction) and that contain sulfur di-
oxide in excess of the emission limit
determined according to the following
formula:

Es=(Ka HatKp Hp)/(HatHp)

where:

Es is the sulfur dioxide emission limit, in ng/
J or Ib/million Btu heat input,

Ka is 520 ng/J (or 1.2 Ib/million Btu),

Kp is 340 ng/J (or 0.80 Ib/million Btu),

Ha is the heat input from the combustion of
coal, in J (million Btu),

Hyp is the heat input from the combustion of
oil, in 3 (million Btu).

Only the heat input supplied to the af-
fected facility from the combustion of
coal and oil is counted under this sec-
tion. No credit is provided for the heat
input to the affected facility from the
combustion of natural gas, wood, mu-
nicipal-type solid waste, or other fuels
or heat input to the affected facility
from exhaust gases from another
source, such as gas turbines, internal
combustion engines, Kilns, etc.

(b) On and after the date on which
the performance test is completed or
required to be completed under §60.8 of
this part, whichever comes first, no
owner or operator of an affected facil-
ity that combusts coal refuse alone in
a fluidized bed combustion steam gen-
erating unit shall cause to be dis-
charged into the atmosphere any gases
that contain sulfur dioxide in excess of
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20 percent of the potential sulfur diox-
ide emission rate (80 percent reduction)
and that contain sulfur dioxide in ex-
cess of 520 ng/J (1.2 Ib/million Btu) heat
input. If coal or oil is fired with coal
refuse, the affected facility is subject
to paragraph (a) or (d) of this section,
as applicable.

(c) On and after the date on which
the performance test is completed or is
required to be completed under §60.8 of
this part, whichever comes first, no
owner or operator of an affected facil-
ity that combusts coal or oil, either
alone or in combination with any other
fuel, and that uses an emerging tech-
nology for the control of sulfur dioxide
emissions, shall cause to be discharged
into the atmosphere any gases that
contain sulfur dioxide in excess of 50
percent of the potential sulfur dioxide
emission rate (50 percent reduction)
and that contain sulfur dioxide in ex-
cess of the emission limit determined
according to the following formula:

Es=(Kc Hct+Kg Ha)/HcetHaq)

where:

Es is the sulfur dioxide emission limit, ex-
pressed in ng/J (Ib/million Btu) heat
input,

K is 260 ng/J (0.60 Ib/million Btu),

Kgq is 170 ng/J (0.40 Ib/million Btu),

Hc is the heat input from the combustion of
coal, J (million Btu),

Hq is the heat input from the combustion of
oil, 3 (million Btu).

Only the heat input supplied to the af-
fected facility from the combustion of
coal and oil is counted under this sec-
tion. No credit is provided for the heat
input to the affected facility from the
combustion of natural gas, wood, mu-
nicipal-type solid waste, or other fuels,
or from the heat input to the affected
facility from exhaust gases from an-
other source, such as gas turbines, in-
ternal combustion engines, Kilns, etc.
(d) On and after the date on which
the performance test is completed or
required to be completed under §60.8 of
this part, whichever comes first, no
owner or operator of an affected facil-
ity listed in paragraphs (d) (1), (2), or
(3) of this section shall cause to be dis-
charged into the atmosphere any gases
that contain sulfur dioxide in excess of
520 ng/J (1.2 Ib/million Btu) heat input
if the affected facility combusts coal,
or 215 ng/J (0.5 Ib/million Btu) heat
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input if the affected facility combusts
oil other than very low sulfur oil. Per-
cent reduction requirements are not
applicable to affected facilities under
this paragraph.

(1) Affected facilities that have an
annual capacity factor for coal and oil
of 30 percent (0.30) or less and are sub-
ject to a Federally enforceable permit
limiting the operation of the affected
facility to an annual capacity factor
for coal and oil of 30 percent (0.30) or
less;

(2) Affected facilities
noncontinental area; or

(3) Affected facilities combusting
coal or oil, alone or in combination
with any other fuel, in a duct burner as
part of a combined cycle system where
30 percent (0.30) or less of the heat
input to the steam generating unit is
from combustion of coal and oil in the
duct burner and 70 percent (0.70) or
more of the heat input to the steam
generating unit is from the exhaust
gases entering the duct burner.

(e) Except as provided in paragraph
(f) of this section, compliance with the
emission limits, fuel oil sulfur limits,
and/or percent reduction requirements
under this section are determined on a
30-day rolling average basis.

(f) Except as provided in paragraph
(J)(2) of this section, compliance with
the emission limits or fuel oil sulfur
limits under this section is determined
on a 24-hour average basis for affected
facilities that (1) have a Federally en-
forceable permit limiting the annual
capacity factor for oil to 10 percent or
less, (2) combust only very low sulfur
oil, and (3) do not combust any other
fuel.

(g) Except as provided in paragraph
(i) of this section, the sulfur dioxide
emission limits and percent reduction
requirements under this section apply
at all times, including periods of start-
up, shutdown, and malfunction.

(h) Reductions in the potential sulfur
dioxide emission rate through fuel
pretreatment are not credited toward
the percent reduction requirement
under paragraph (c) of this section un-
less:

(1) Fuel pretreatment results in a 50
percent or greater reduction in poten-
tial sulfur dioxide emissions and
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(2) Emissions from the pretreated
fuel (without combustion or post com-
bustion sulfur dioxide control) are
equal to or less than the emission lim-
its specified in paragraph (c) of this
section.

(i) An affected facility subject to
paragraph (a), (b), or (c) of this section
may combust very low sulfur oil or
natural gas when the sulfur dioxide
control system is not being operated
because of malfunction or maintenance
of the sulfur dioxide control system.

(J) Percent reduction requirements
are not applicable to affected facilities
combusting only very low sulfur oil.
The owner or operator of an affected
facility combusting very low sulfur oil
shall demonstrate that the oil meets
the definition of very low sulfur oil by:
(1) Following the performance testing
procedures as described in §60.45b(c) or
§60.45b(d), and following the moni-
toring procedures as described in
§60.47b(a) or §60.47b(b) to determine
sulfur dioxide emission rate or fuel oil
sulfur content; or (2) maintaining fuel
receipts as described in §60.49b(r).

[52 FR 47842, Dec. 16, 1987, as amended at 54
FR 51819, Dec. 18, 1989]

§60.43b Standard for particulate mat-
ter.

(a) On and after the date on which
the initial performance test is com-
pleted or is required to be completed
under §60.8 of this part, whichever
comes first, no owner or operator of an
affected facility which combusts coal
or combusts mixtures of coal with
other fuels, shall cause to be dis-
charged into the atmosphere from that
affected facility any gases that contain
particulate matter in excess of the fol-
lowing emission limits:

(1) 22 ng/J (0.05 Ib/million Btu) heat
input,

(i) If the affected facility combusts
only coal, or

(i) If the affected facility combusts
coal and other fuels and has an annual
capacity factor for the other fuels of 10
percent (0.10) or less.

(2) 43 ng/J (0.10 Ib/million Btu) heat
input if the affected facility combusts
coal and other fuels and has an annual
capacity factor for the other fuels
greater than 10 percent (0.10) and is
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subject to a federally enforceable re-
quirement limiting operation of the af-
fected facility to an annual capacity
factor greater than 10 percent (0.10) for
fuels other than coal.

(3) 86 ng/J (0.20 Ib/million Btu) heat
input if the affected facility combusts
coal or coal and other fuels and

(i) Has an annual capacity factor for
coal or coal and other fuels of 30 per-
cent (0.30) or less,

(i) Has a maximum heat input ca-
pacity of 73 MW (250 million Btu/hour)
or less,

(iii) Has a federally enforceable re-
quirement limiting operation of the af-
fected facility to an annual capacity
factor of 30 percent (0.30) or less for
coal or coal and other solid fuels, and

(iv) Construction of the affected fa-
cility commenced after June 19, 1984,
and before November 25, 1986.

(b) On and after the date on which
the performance test is completed or
required to be completed under 60.8 of
this part, whichever date comes first,
no owner or operator of an affected fa-
cility that combusts oil (or mixtures of
oil with other fuels) and uses a conven-
tional or emerging technology to re-
duce sulfur dioxide emissions shall
cause to be discharged into the atmos-
phere from that affected facility any
gases that contain particulate matter
in excess of 43 ng/J (0.10 Ib/million Btu)
heat input.

(c) On and after the date on which
the initial performance test is com-
pleted or is required to be completed
under §60.8 of this part, whichever date
comes first, no owner or operator of an
affected facility that combusts wood,
or wood with other fuels, except coal,
shall cause to be discharged from that
affected facility any gases that contain
particulate matter in excess of the fol-
lowing emission limits:

(1) 43 ng/J (0.10 Ib/million Btu) heat
input if the affected facility has an an-
nual capacity factor greater than 30
percent (0.30) for wood.

(2) 86 ng/J (0.20 Ib/million Btu) heat
input if

(i) The affected facility has an annual
capacity factor of 30 percent (0.30) or
less for wood,

(ii) Is subject to a federally enforce-
able requirement limiting operation of
the affected facility to an annual ca-
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pacity factor of 30 percent (0.30) or less
for wood, and

(iii) Has a maximum heat input ca-
pacity of 73 MW (250 million Btu/hour)
or less.

(d) On and after the date on which
the initial performance test is com-
pleted or is required to be completed
under §60.8 of this part, whichever date
comes first, no owner or operator of an
affected facility that combusts munic-
ipal-type solid waste or mixtures of
municipal-type solid waste with other
fuels, shall cause to be discharged into
the atmosphere from that affected fa-
cility any gases that contain particu-
late matter in excess of the following
emission limits:

(1) 43 ng/Jd (0.10 Ib/million Btu) heat
input,

(i) If the affected facility combusts
only municipal-type solid waste, or

(i) If the affected facility combusts
municipal-type solid waste and other
fuels and has an annual capacity factor
for the other fuels of 10 percent (0.10) or
less.

(2) 86 ng/J (0.20 Ib/million Btu) heat
input if the affected facility combusts
municipal-type solid waste or munic-
ipal-type solid waste and other fuels;
and

(i) Has an annual capacity factor for
municipal-type solid waste and other
fuels of 30 percent (0.30) or less,

(i) Has a maximum heat input ca-
pacity of 73 MW (250 million Btu/hour)
or less,

(iii) Has a federally enforceable re-
quirement limiting operation of the af-
fected facility to an annual capacity
factor of 30 percent (0.30) for munic-
ipal-type solid waste, or municipal-
type solid waste and other fuels, and

(iv) Construction of the affected fa-
cility commenced after June 19, 1984,
but before November 25, 1986.

(e) For the purposes of this section,
the annual capacity factor is deter-
mined by dividing the actual heat
input to the steam generating unit dur-
ing the calendar year from the combus-
tion of coal, wood, or municipal-type
solid waste, and other fuels, as applica-
ble, by the potential heat input to the
steam generating unit if the steam
generating unit had been operated for
8,760 hours at the maximum design
heat input capacity.
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(f) On and after the date on which the
initial performance test is completed
or is required to be completed under
60.8 of this part, whichever date comes
first, no owner or operator of an af-
fected facility that combusts coal, oil,
wood, or mixtures of these fuels with
any other fuels shall cause to be dis-
charged into the atmosphere any gases
that exhibit greater than 20 percent
opacity (6-minute average), except for
one 6-minute period per hour of not
more than 27 percent opacity.

(g) The particulate matter and opac-
ity standards apply at all times, except
during periods of startup, shutdown or
malfunction.

[52 FR 47842, Dec. 16, 1987, as amended at 54
FR 51819, Dec. 18, 1989]

§60.44b Standard for nitrogen oxides.

(a) Except as provided under para-
graphs (k) and (I) of this section, on
and after the date on which the initial
performance test is completed or is re-
quired to be completed under §60.8 of
this part, whichever date comes first,
no owner or operator of an affected fa-
cility that is subject to the provisions
of this section and that combusts only
coal, oil, or natural gas shall cause to
be discharged into the atmosphere
from that affected facility any gases
that contain nitrogen oxides (expressed
as NOy) in excess of the following emis-
sion limits:

Nitrogen oxide
emission limits
ng/J (Ib/million
Fuel/Steam generating unit type Btu) (ex-
pressed as
NO>) heat
input
(1) Natural gas and distillate oil, except (4)
(i) Low heat release rate . 43 (0.10)
(i) High heat release rate . 86 (0.20)
(2) Residual oil:
(i) Low heat release rate .... 130 (0.30)
(i) High heat release rate .. 170 (0.40)
(3) Coal:
(i) Mass-feed StoKer ..........ccccoeeeririncriiecnns 210 (0.50)
(ii) Spreader stoker and fluidized bed
combustion 260 (0.60)
(iii) Pulverized coal . 300 (0.70)
(iv) Lignite, except (v) 260 (0.60)
(v) Lignite mined in North Dakota, South
Dakota, or Montana and combusted in a
slag tap furnace 340 (0.80)
(vi) Coal-derived synthetic fuels ... 210 (0.50)
(4) Duct burner used in a combined cycle
system:
(i) Natural gas and distillate oil 86 (0.20)
(i) Residual ail ... 170 (0.40)
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(b) Except as provided under para-
graphs (k) and (I) of this section, on
and after the date on which the initial
performance test is completed or is re-
quired to be completed under §60.8 of
this part, whichever date comes first,
no owner or operator of an affected fa-
cility that simultaneously combusts
mixtures of coal, oil, or natural gas
shall cause to be discharged into the
atmosphere from that affected facility
any gases that contain nitrogen oxides
in excess of a limit determined by the
use of the following formula:

En=[(ELgo Hgo)+(ELro Hro)+(ELc HJ)l/
(Hgo+H|'0+HC)
where:

En is the nitrogen oxides emission limit (ex-
pressed as NOy), ng/Jd (Ib/million Btu)
ELg is the appropriate emission limit from
paragraph (a)(1) for combustion of nat-
ural gas or distillate oil, ng/J (Ib/million

Btu)

Hgo is the heat input from combustion of nat-
ural gas or distillate oil,

EL,, is the appropriate emission limit from
paragraph (a)(2) for combustion of resid-
ual oil,

Hi, is the heat input from combustion of re-
sidual oil,

EL. is the appropriate emission limit from
paragraph (a)(3) for combustion of coal,
and

Hc is the heat input from combustion of coal.

(c) Except as provided under para-
graph (I) of this section, on and after
the date on which the initial perform-
ance test is completed or is required to
be completed under §60.8 of this part,
whichever date comes first, no owner
or operator of an affected facility that
simultaneously combusts coal or oil, or
a mixture of these fuels with natural
gas, and wood, municipal-type solid
waste, or any other fuel shall cause to
be discharged into the atmosphere any
gases that contain nitrogen oxides in
excess of the emission limit for the
coal or oil, or mixtures of these fuels
with natural gas combusted in the af-
fected facility, as determined pursuant
to paragraph (a) or (b) of this section,
unless the affected facility has an an-
nual capacity factor for coal or oil, or
mixture of these fuels with natural gas
of 10 percent (0.10) or less and is subject
to a federally enforceable requirement
that limits operation of the affected fa-
cility to an annual capacity factor of 10
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rate expressed in nanograms per joule
heat input is determined using:

(i) The oxygen or carbon dioxide
measurements and particulate matter
measurements obtained under this sec-
tion,

(ii) The dry basis F factor, and

(iii) The dry basis emission rate cal-
culation procedure contained in Meth-
od 19 (appendix A).

(7) Method 9 is used for determining
the opacity of stack emissions.

(e) To determine compliance with the
emission limits for nitrogen oxides re-
quired under §60.44b, the owner or oper-
ator of an affected facility shall con-
duct the performance test as required
under §60.8 using the continuous sys-
tem for monitoring nitrogen oxides
under §60.48(b).

(1) For the initial compliance test,
nitrogen oxides from the steam gener-
ating unit are monitored for 30 succes-
sive steam generating unit operating
days and the 30-day average emission
rate is used to determine compliance
with the nitrogen oxides emission
standards under §60.44b. The 30-day av-
erage emission rate is calculated as the
average of all hourly emissions data re-
corded by the monitoring system dur-
ing the 30-day test period.

(2) Following the date on which the
initial performance test is completed
or is required to be completed under
§60.8 of this part, whichever date comes
first, the owner or operator of an af-
fected facility which combusts coal or
which combusts residual oil having a
nitrogen content greater than 0.30
weight percent shall determine compli-
ance with the nitrogen oxides emission
standards under §60.44b on a contin-
uous basis through the use of a 30-day
rolling average emission rate. A new
30-day rolling average emission rate is
calculated each steam generating unit
operating day as the average of all of
the hourly nitrogen oxides emission
data for the preceding 30 steam gener-
ating unit operating days.

(3) Following the date on which the
initial performance test is completed
or is required to be completed under
§60.8 of this part, whichever date comes
first, the owner or operator of an af-
fected facility which has a heat input
capacity greater than 73 MW (250 mil-
lion Btu/hour) and which combusts nat-

§60.46b

ural gas, distillate oil, or residual oil
having a nitrogen content of 0.30
weight percent or less shall determine
compliance with the nitrogen oxides
standards under §60.44b on a contin-
uous basis through the use of a 30-day
rolling average emission rate. A new
30-day rolling average emission rate is
calculated each steam generating unit
operating day as the average of all of
the hourly nitrogen oxides emission
data for the preceding 30 steam gener-
ating unit operating days.

(4) Following the date on which the
initial performance test is completed
or required to be completed under §60.8
of this part, whichever date comes
first, the owner or operator of an af-
fected facility which has a heat input
capacity of 73 MW (250 million Btu/
hour) or less and which combusts nat-
ural gas, distillate oil, or residual oil
having a nitrogen content of 0.30
weight percent or less shall upon re-
quest determine compliance with the
nitrogen oxides standards under §60.44b
through the use of a 30-day perform-
ance test. During periods when per-
formance tests are not requested, ni-
trogen oxides emissions data collected
pursuant to §60.48b(g)(1) or §60.48b(g)(2)
are used to calculate a 30-day rolling
average emission rate on a daily basis
and used to prepare excess emission re-
ports, but will not be used to determine
compliance with the nitrogen oxides
emission standards. A new 30-day roll-
ing average emission rate is calculated
each steam generating unit operating
day as the average of all of the hourly
nitrogen oxides emission data for the
preceding 30 steam generating unit op-
erating days.

(5) If the owner or operator of an af-
fected facility which combusts residual
oil does not sample and analyze the re-
sidual oil for nitrogen content, as spec-
ified in §60.49b(e), the requirements of
paragraph (iii) of this section apply and
the provisions of paragraph (iv) of this
section are inapplicable.

(f) To determine compliance with the
emission limit for nitrogen oxides re-
quired by §60.44b(a)(4) for duct burners
used in combined cycle systems, the
owner or operator of an affected facil-
ity shall conduct the performance test
required under §60.8 using the nitrogen
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oxides and oxygen measurement proce-
dures in 40 CFR part 60 appendix A,
Method 20. During the performance
test, one sampling site shall be located
as close as practicable to the exhaust
of the turbine, as provided by section
6.1.1 of Method 20. A second sampling
site shall be located at the outlet to
the steam generating unit. Measure-
ments of nitrogen oxides and oxygen
shall be taken at both sampling sites
during the performance test. The nitro-
gen oxides emission rate from the com-
bined cycle system shall be calculated
by subtracting the nitrogen oxides
emission rate measured at the sam-
pling site at the outlet from the tur-
bine from the nitrogen oxides emission
rate measured at the sampling site at
the outlet from the steam generating
unit.

(g) The owner or operator of an af-
fected facility described in §60.44b(j) or
§60.44b(k) shall demonstrate the max-
imum heat input capacity of the steam
generating unit by operating the facil-
ity at maximum capacity for 24 hours.
The owner or operator of an affected
facility shall determine the maximum
heat input capacity using the heat loss
method described in sections 5 and 7.3
of the ASME Power Test Codes 4.1 (see
IBR §60.17(h)). This demonstration of
maximum heat input capacity shall be
made during the initial performance
test for affected facilities that meet
the criteria of §60.44b(j). It shall be
made within 60 days after achieving
the maximum production rate at which
the affected facility will be operated,
but not later than 180 days after initial
start-up of each facility, for affected
facilities meeting the criteria of
§60.44b(k). Subsequent demonstrations
may be required by the Administrator
at any other time. If this demonstra-
tion indicates that the maximum heat
input capacity of the affected facility
is less than that stated by the manu-
facturer of the affected facility, the
maximum heat input capacity deter-
mined during this demonstration shall
be used to determine the capacity uti-
lization rate for the affected facility.
Otherwise, the maximum heat input
capacity provided by the manufacturer
is used.

(h) The owner or operator of an af-
fected facility described in §60.44b(j)
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that has a heat input capacity greater
than 73 MW (250 million Btu/hour)
shall:

(1) Conduct an initial performance
test as required under §60.8 over a min-
imum of 24 consecutive steam gener-
ating unit operating hours at max-
imum heat input capacity to dem-
onstrate compliance with the nitrogen
oxides emission standards under §60.44b
using Method 7, 7A, 7E, or other ap-
proved reference methods; and

(2) Conduct subsequent performance
tests once per calendar year or every
400 hours of operation (whichever
comes first) to demonstrate compli-
ance with the nitrogen oxides emission
standards under §60.44b over a min-
imum of 3 consecutive steam gener-
ating unit operating hours at max-
imum heat input capacity using Meth-
od 7, 7A, 7E, or other approved ref-
erence methods.

[52 FR 47842, Dec. 16, 1987, as amended at 54
FR 51820, 51825, Dec. 18, 1989; 55 FR 18876, May
7, 1990]

§60.47b Emission monitoring for sul-
fur dioxide.

(a) Except as provided in paragraphs
(b) and (f) of this section, the owner or
operator of an affected facility subject
to the sulfur dioxide standards under
§60.42b shall install, calibrate, main-
tain, and operate continuous emission
monitoring systems (CEMS) for meas-
uring sulfur dioxide concentrations and
either oxygen (O2) or carbon dioxide
(COz) concentrations and shall record
the output of the systems. The sulfur
dioxide and either oxygen or carbon di-
oxide concentrations shall both be
monitored at the inlet and outlet of
the sulfur dioxide control device.

(b) As an alternative to operating
CEMS as required under paragraph (a)
of this section, an owner or operator
may elect to determine the average
sulfur dioxide emissions and percent
reduction by:

(1) Collecting coal or oil samples in
an as-fired condition at the inlet to the
steam generating unit and analyzing
them for sulfur and heat content ac-
cording to Method 19. Method 19 pro-
vides procedures for converting these
measurements into the format to be
used in calculating the average sulfur
dioxide input rate, or
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(2) Measuring sulfur dioxide accord-
ing to Method 6B at the inlet or outlet
to the sulfur dioxide control system.
An initial stratification test is re-
quired to verify the adequacy of the
Method 6B sampling location. The
stratification test shall consist of three
paired runs of a suitable sulfur dioxide
and carbon dioxide measurement train
operated at the candidate location and
a second similar train operated accord-
ing to the procedures in section 3.2 and
the applicable procedures in section 7
of Performance Specification 2. Method
6B, Method 6A, or a combination of
Methods 6 and 3 or 3B or Methods 6C
and 3A are suitable measurement tech-
niques. If Method 6B is used for the sec-
ond train, sampling time and timer op-
eration may be adjusted for the strati-
fication test as long as an adequate
sample volume is collected; however,
both sampling trains are to be operated
similarly. For the location to be ade-
quate for Method 6B 24-hour tests, the
mean of the absolute difference be-
tween the three paired runs must be
less than 10 percent.

(3) A daily sulfur dioxide emission
rate, Ep, shall be determined using the
procedure described in Method 6A, sec-
tion 7.6.2 (Equation 6A-8) and stated in
ng/J (Ib/million Btu) heat input.

(4) The mean 30-day emission rate is
calculated using the daily measured
values in ng/J (Ib/million Btu) for 30
successive steam generating unit oper-
ating days using equation 19-20 of
Method 19.

(c) The owner or operator of an af-
fected facility shall obtain emission
data for at least 75 percent of the oper-
ating hours in at least 22 out of 30 suc-
cessive boiler operating days. If this
minimum data requirement is not met
with a single monitoring system, the
owner or operator of the affected facil-
ity shall supplement the emission data
with data collected with other moni-
toring systems as approved by the Ad-
ministrator or the reference methods
and procedures as described in para-
graph (b) of this section.

(d) The 1-hour average sulfur dioxide
emission rates measured by the CEMS
required by paragraph (a) of this sec-
tion and required under §60.13(h) is ex-
pressed in ng/J or Ib/million Btu heat
input and is used to calculate the aver-
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age emission rates under §60.42b. Each
1-hour average sulfur dioxide emission
rate must be based on more than 30
minutes of steam generating unit oper-
ation and include at least 2 data points
with each representing a 15-minute pe-
riod. Hourly sulfur dioxide emission
rates are not calculated if the affected
facility is operated less than 30 min-
utes in a 1-hour period and are not
counted toward determination of a
steam generating unit operating day.

(e) The procedures under §60.13 shall
be followed for installation, evalua-
tion, and operation of the CEMS.

(1) All CEMS shall be operated in ac-
cordance with the applicable proce-
dures under Performance Specifica-
tions 1, 2, and 3 (appendix B).

(2) Quarterly accuracy determina-
tions and daily calibration drift tests
shall be performed in accordance with
Procedure 1 (appendix F).

(3) For affected facilities combusting
coal or oil, alone or in combination
with other fuels, the span value of the
sulfur dioxide CEMS at the inlet to the
sulfur dioxide control device is 125 per-
cent of the maximum estimated hourly
potential sulfur dioxide emissions of
the fuel combusted, and the span value
of the CEMS at the outlet to the sulfur
dioxide control device is 50 percent of
the maximum estimated hourly poten-
tial sulfur dioxide emissions of the fuel
combusted.

(f) The owner or operator of an af-
fected facility that combusts very low
sulfur oil is not subject to the emission
monitoring requirements of this sec-
tion if the owner or operator obtains
fuel receipts as described in §60.49b(r).

[52 FR 47842, Dec. 16, 1987, as amended at 54
FR 51820, Dec. 18, 1989; 55 FR 5212, Feb. 14,
1990; 55 FR 18876, May 7, 1990]

§60.48b Emission monitoring for par-
ticulate matter and nitrogen oxides.

(a) The owner or operator of an af-
fected facility subject to the opacity
standard under §60.43b shall install,
calibrate, maintain, and operate a con-
tinuous monitoring system for meas-
uring the opacity of emissions dis-
charged to the atmosphere and record
the output of the system.

(b) Except as provided under para-
graphs (g), (h), and (i) of this section,
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the owner or operator of an affected fa-
cility shall comply with either para-
graphs (b)(1) or (b)(2) of this section.

(1) Install, calibrate, maintain, and
operate a continuous monitoring sys-
tem, and record the output of the sys-
tem, for measuring nitrogen oxides
emissions discharged to the atmos-
phere; or

(2) If the owner or operator has in-
stalled a nitrogen oxides emission rate
continuous emission monitoring sys-
tem (CEMS) to meet the requirements
of part 75 of this chapter and is con-
tinuing to meet the ongoing require-
ments of part 75 of this chapter, that
CEMS may be used to meet the re-
quirements of this section, except that
the owner or operator shall also meet
the requirements of §60.49b. Data re-
ported to meet the requirements of
§60.49b shall not include data sub-
stituted using the missing data proce-
dures in subpart D of part 75 of this
chapter, nor shall the data have been
bias adjusted according to the proce-
dures of part 75 of this chapter.

(c) The continuous monitoring sys-
tems required under paragraph (b) of
this section shall be operated and data
recorded during all periods of operation
of the affected facility except for con-
tinuous monitoring system breakdowns
and repairs. Data is recorded during
calibration checks, and zero and span
adjustments.

(d) The 1-hour average nitrogen ox-
ides emission rates measured by the
continuous nitrogen oxides monitor re-
quired by paragraph (b) of this section
and required under §60.13(h) shall be
expressed in ng/J or Ib/million Btu heat
input and shall be used to calculate the
average emission rates under §60.44b.
The 1-hour averages shall be calculated
using the data points required under
§60.13(b). At least 2 data points must be
used to calculate each 1-hour average.

(e) The procedures under §60.13 shall
be followed for installation, evalua-
tion, and operation of the continuous
monitoring systems.

(1) For affected facilities combusting
coal, wood or municipal-type solid
waste, the span value for a continuous
monitoring system for measuring opac-
ity shall be between 60 and 80 percent.

(2) For affected facilities combusting
coal, oil, or natural gas, the span value
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for nitrogen oxides is determined as
follows:

Span values for

Fuel nitrogen oxides
(PPM)
Natural gas .......ccccceiviviiiiniiieeee 500
Qil ... 500
Coal . 1,000
MIXTUTES ..o 500(x+y)+1,000z
where:

X is the fraction of total heat input derived
from natural gas,

y is the fraction of total heat input derived
from oil, and

z is the fraction of total heat input derived
from coal.

(3) All span values computed under
paragraph (e)(2) of this section for com-
busting mixtures of regulated fuels are
rounded to the nearest 500 ppm.

(f) When nitrogen oxides emission
data are not obtained because of con-
tinuous monitoring system break-
downs, repairs, calibration checks and
zero and span adjustments, emission
data will be obtained by using standby
monitoring systems, Method 7, Method
7A, or other approved reference meth-
ods to provide emission data for a min-
imum of 75 percent of the operating
hours in each steam generating unit
operating day, in at least 22 out of 30
successive steam generating unit oper-
ating days.

(g) The owner or operator of an af-
fected facility that has a heat input ca-
pacity of 73 MW (250 million Btu/hour)
or less, and which has an annual capac-
ity factor for residual oil having a ni-
trogen content of 0.30 weight percent
or less, natural gas, distillate oil, or
any mixture of these fuels, greater
than 10 percent (0.10) shall:

(1) Comply with the provisions of
paragraphs (b), (c), (d), (e)(2). (e)(3), and
(f) of this section, or

(2) Monitor steam generating unit op-
erating conditions and predict nitrogen
oxides emission rates as specified in a
plan submitted pursuant to §60.49b(c).

(h) The owner or operator of an af-
fected facility which is subject to the
nitrogen oxides standards of
§60.44b(a)(4) is not required to install
or operate a continuous monitoring
system to measure nitrogen oxides
emissions.

(i) The owner or operator of an af-
fected facility described in §60.44b(j) or
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§60.44b(k) is not required to install or
operate a continuous monitoring sys-
tem for measuring nitrogen oxides
emissions.

[52 FR 47842, Dec. 16, 1987, as amended at 54
FR 51825, Dec. 18, 1989; 63 FR 49455, Sept. 16,
1998]

§60.49b Reporting and recordkeeping
requirements.

(a) The owner or operator of each af-
fected facility shall submit notifica-
tion of the date of initial startup, as
provided by §60.7. This notification
shall include:

(1) The design heat input capacity of
the affected facility and identification
of the fuels to be combusted in the af-
fected facility,

(2) If applicable, a copy of any Feder-
ally enforceable requirement that lim-
its the annual capacity factor for any
fuel or mixture of fuels under
§§60.42b(d)(1), 60.43b(a)(2), (2)3)(iii),
(©@)(ii), (d)(2)(iii), 60.44b(c), (d), (), (i),
), (k), 60.45b(d), (g), 60.46b(h), or
60.48b(1),

(3) The annual capacity factor at
which the owner or operator antici-
pates operating the facility based on
all fuels fired and based on each indi-
vidual fuel fired, and,

(4) Notification that an emerging
technology will be used for controlling
emissions of sulfur dioxide. The Ad-
ministrator will examine the descrip-
tion of the emerging technology and
will determine whether the technology
qualifies as an emerging technology. In
making this determination, the Admin-
istrator may require the owner or oper-
ator of the affected facility to submit
additional information concerning the
control device. The affected facility is
subject to the provisions of §60.42b(a)
unless and until this determination is
made by the Administrator.

(b) The owner or operator of each af-
fected facility subject to the sulfur di-
oxide, particulate matter, and/or nitro-
gen oxides emission limits under
§§60.42b, 60.43b, and 60.44b shall submit
to the Administrator the performance
test data from the initial performance
test and the performance evaluation of
the CEMS using the applicable per-
formance specifications in appendix B.
The owner or operator of each affected
facility described in §60.44b(j) or
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§60.44b(k) shall submit to the Adminis-
trator the maximum heat input capac-
ity data from the demonstration of the
maximum heat input capacity of the
affected facility.

(c) The owner or operator of each af-
fected facility subject to the nitrogen
oxides standard of §60.44b who seeks to
demonstrate compliance with those
standards through the monitoring of
steam generating unit operating condi-
tions under  the provisions  of
§60.48b(g)(2) shall submit to the Admin-
istrator for approval a plan that identi-
fies the operating conditions to be
monitored under §60.48b(g)(2) and the
records to be maintained under
§60.49b(j). This plan shall be submitted
to the Administrator for approval
within 360 days of the initial startup of
the affected facility. The plan shall:

(1) Identify the specific operating
conditions to be monitored and the re-
lationship between these operating
conditions and nitrogen oxides emis-
sion rates (i.e., ng/J or Ibs/million Btu
heat input). Steam generating unit op-
erating conditions include, but are not
limited to, the degree of staged com-
bustion (i.e., the ratio of primary air to
secondary and/or tertiary air) and the
level of excess air (i.e., flue gas oxygen
level);

(2) Include the data and information
that the owner or operator used to
identify the relationship between ni-
trogen oxides emission rates and these
operating conditions;

(3) Identify how these operating con-
ditions, including steam generating
unit load, will be monitored under
§60.48b(g) on an hourly basis by the
owner or operator during the period of
operation of the affected facility; the
quality assurance procedures or prac-
tices that will be employed to ensure
that the data generated by monitoring
these operating conditions will be rep-
resentative and accurate; and the type
and format of the records of these oper-
ating conditions, including steam gen-
erating unit load, that will be main-
tained by the owner or operator under
§60.49b(j).

If the plan is approved, the owner or
operator shall maintain records of pre-
dicted nitrogen oxide emission rates
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and the monitored operating condi-
tions, including steam generating unit
load, identified in the plan.

(d) The owner or operator of an af-
fected facility shall record and main-
tain records of the amounts of each
fuel combusted during each day and
calculate the annual capacity factor
individually for coal, distillate oil, re-
sidual oil, natural gas, wood, and mu-
nicipal-type solid waste for the report-
ing period. The annual capacity factor
is determined on a 12-month rolling av-
erage basis with a new annual capacity
factor calculated at the end of each
calendar month.

(e) For an affected facility that com-
busts residual oil and meets the cri-
teria under 8§60.46b(e)(4), 60.44b (j), or
(k), the owner or operator shall main-
tain records of the nitrogen content of
the residual oil combusted in the af-
fected facility and calculate the aver-
age fuel nitrogen content for the re-
porting period. The nitrogen content
shall be determined using ASTM Meth-
od D3431-80, Test Method for Trace Ni-
trogen in Liquid Petroleum Hydro-
carbons (IBR-see §60.17), or fuel sup-
pliers. If residual oil blends are being
combusted, fuel nitrogen specifications
may be prorated based on the ratio of
residual oils of different nitrogen con-
tent in the fuel blend.

(f) For facilities subject to the opac-
ity standard under §60.43b, the owner
or operator shall maintain records of
opacity.

(g) Except as provided under para-
graph (p) of this section, the owner or
operator of an affected facility subject
to the nitrogen oxides standards under
§60.44b shall maintain records of the
following information for each steam
generating unit operating day:

(1) Calendar date.

(2) The average hourly nitrogen ox-
ides emission rates (expressed as NOy)
(ng/J or Ib/million Btu heat input)
measured or predicted.

(3) The 30-day average nitrogen ox-
ides emission rates (ng/J or Ib/million
Btu heat input) calculated at the end
of each steam generating unit oper-
ating day from the measured or pre-
dicted hourly nitrogen oxide emission
rates for the preceding 30 steam gener-
ating unit operating days.
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(4) Identification of the steam gener-
ating unit operating days when the cal-
culated 30-day average nitrogen oxides
emission rates are in excess of the ni-
trogen oxides emissions standards
under §60.44b, with the reasons for such
excess emissions as well as a descrip-
tion of corrective actions taken.

(5) ldentification of the steam gener-
ating unit operating days for which
pollutant data have not been obtained,
including reasons for not obtaining suf-
ficient data and a description of correc-
tive actions taken.

(6) ldentification of the times when
emission data have been excluded from
the calculation of average emission
rates and the reasons for excluding
data.

(7) ldentification of ‘“‘F’’ factor used
for calculations, method of determina-
tion, and type of fuel combusted.

(8) ldentification of the times when
the pollutant concentration exceeded
full span of the continuous monitoring
system.

(9) Description of any modifications
to the continuous monitoring system
that could affect the ability of the con-
tinuous monitoring system to comply
with Performance Specification 2 or 3.

(10) Results of daily CEMS drift tests
and quarterly accuracy assessments as
required under appendix F, Procedure
1.

(h) The owner or operator of any af-
fected facility in any category listed in
paragraphs (h) (1) or (2) of this section
is required to submit excess emission
reports for any excess emissions which
occurred during the reporting period.

(1) Any affected facility subject to
the opacity standards under §60.43b(e)
or to the operating parameter moni-
toring requirements under §60.13(i)(1).

(2) Any affected facility that is sub-
ject to the nitrogen oxides standard of
§60.44b, and that

(i) Combusts natural gas, distillate
oil, or residual oil with a nitrogen con-
tent of 0.3 weight percent or less, or

(ii) Has a heat input capacity of 73
MW (250 million Btu/hour) or less and
is required to monitor nitrogen oxides
emissions on a continuous basis under
§60.48b(g)(1) or steam generating unit
operating conditions under
§60.48b(9)(2).
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(3) For the purpose of §60.43b, excess
emissions are defined as all 6-minute
periods during which the average opac-
ity exceeds the opacity standards
under §60.43b(f).

(4) For purposes of §60.48b(g)(1), ex-
cess emissions are defined as any cal-
culated 30-day rolling average nitrogen
oxides emission rate, as determined
under §60.46b(e), which exceeds the ap-
plicable emission limits in §60.44b.

(i) The owner or operator of any af-
fected facility subject to the contin-
uous monitoring requirements for ni-
trogen oxides under §60.48(b) shall sub-
mit reports containing the information
recorded under paragraph (g) of this
section.

(J) The owner or operator of any af-
fected facility subject to the sulfur di-
oxide standards under §60.42b shall sub-
mit reports.

(k) For each affected facility subject
to the compliance and performance
testing requirements of §60.45b and the
reporting requirement in paragraph (j)
of this section, the following informa-
tion shall be reported to the Adminis-
trator:

(1) Calendar dates covered in the re-
porting period.

(2) Each 30-day average sulfur dioxide
emission rate (ng/J or lb/million Btu
heat input) measured during the re-
porting period, ending with the last 30-
day period; reasons for noncompliance
with the emission standards; and a de-
scription of corrective actions taken.

(3) Each 30-day average percent re-
duction in sulfur dioxide emissions cal-
culated during the reporting period,
ending with the last 30-day period; rea-
sons for noncompliance with the emis-
sion standards; and a description of
corrective actions taken.

(4) Identification of the steam gener-
ating unit operating days that coal or
oil was combusted and for which sulfur
dioxide or diluent (oxygen or carbon di-
oxide) data have not been obtained by
an approved method for at least 75 per-
cent of the operating hours in the
steam generating unit operating day;
justification for not obtaining suffi-
cient data; and description of correc-
tive action taken.

(5) ldentification of the times when
emissions data have been excluded
from the calculation of average emis-
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sion rates; justification for excluding
data; and description of corrective ac-
tion taken if data have been excluded
for periods other than those during
which coal or oil were not combusted
in the steam generating unit.

(6) ldentification of ‘“‘F’’ factor used
for calculations, method of determina-
tion, and type of fuel combusted.

(7) Identification of times when hour-
ly averages have been obtained based
on manual sampling methods.

(8) ldentification of the times when
the pollutant concentration exceeded
full span of the CEMS.

(9) Description of any modifications
to the CEMS that could affect the abil-
ity of the CEMS to comply with Per-
formance Specification 2 or 3.

(10) Results of daily CEMS drift tests
and quarterly accuracy assessments as
required under appendix F, Procedure
1.

(11) The annual capacity factor of
each fired as provided under paragraph
(d) of this section.

(I) For each affected facility subject
to the compliance and performance
testing requirements of §60.45b(d) and
the reporting requirements of para-
graph (j) of this section, the following
information shall be reported to the
Administrator:

(1) Calendar dates when the facility
was in operation during the reporting
period;

(2) The 24-hour average sulfur dioxide
emission rate measured for each steam
generating unit operating day during
the reporting period that coal or oil
was combusted, ending in the last 24-
hour period in the quarter; reasons for
noncompliance with the emission
standards; and a description of correc-
tive actions taken;

(3) Identification of the steam gener-
ating unit operating days that coal or
oil was combusted for which sulfur di-
oxide or diluent (oxygen or carbon di-
oxide) data have not been obtained by
an approved method for at least 75 per-
cent of the operating hours; justifica-
tion for not obtaining sufficient data;
and description of corrective action
taken.

(4) ldentification of the times when
emissions data have been excluded
from the calculation of average emis-
sion rates; justification for excluding

119



§60.49b

data; and description of corrective ac-
tion taken if data have been excluded
for periods other than those during
which coal or oil were not combusted
in the steam generating unit.

(5) Identification of ‘““F’* factor used
for calculations, method of determina-
tion, and type of fuel combusted.

(6) Identification of times when hour-
ly averages have been obtained based
on manual sampling methods.

(7) ldentification of the times when
the pollutant concentration exceeded
full span of the CEMS.

(8) Description of any modifications
to the CEMS which could affect the
ability of the CEMS to comply with
Performance Specification 2 or 3.

(9) Results of daily CEMS drift tests
and quarterly accuracy assessments as
required under appendix F, Procedure
1.

(m) For each affected facility subject
to the sulfur dioxide standards under
§60.42(b) for which the minimum
amount of data required under
§60.47b(f) were not obtained during the
reporting period, the following infor-
mation is reported to the Adminis-
trator in addition to that required
under paragraph (k) of this section:

(1) The number of hourly averages
available for outlet emission rates and
inlet emission rates.

(2) The standard deviation of hourly
averages for outlet emission rates and
inlet emission rates, as determined in
Method 19, section 7.

(3) The lower confidence limit for the
mean outlet emission rate and the
upper confidence limit for the mean
inlet emission rate, as calculated in
Method 19, section 7.

(4) The ratio of the lower confidence
limit for the mean outlet emission rate
and the allowable emission rate, as de-
termined in Method 19, section 7.

(n) If a percent removal efficiency by
fuel pretreatment (i.e., % Ry) is used to
determine the overall percent reduc-
tion (i.e., % R,) under §60.45b, the
owner or operator of the affected facil-
ity shall submit a signed statement
with the report.

(1) Indicating what removal effi-
ciency by fuel pretreatment (i.e., % Ry)
was credited during the reporting pe-
riod;
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(2) Listing the quantity, heat con-
tent, and date each pre-treated fuel
shipment was received during the re-
porting period, the name and location
of the fuel pretreatment facility; and
the total quantity and total heat con-
tent of all fuels received at the affected
facility during the reporting period.

(3) Documenting the transport of the
fuel from the fuel pretreatment facility
to the steam generating unit.

(4) Including a signed statement from
the owner or operator of the fuel
pretreatment facility certifying that
the percent removal efficiency
achieved by fuel pretreatment was de-
termined in accordance with the provi-
sions of Method 19 (appendix A) and
listing the heat content and sulfur con-
tent of each fuel before and after fuel
pretreatment.

(o) AIll records required under this
section shall be maintained by the
owner or operator of the affected facil-
ity for a period of 2 years following the
date of such record.

(p) The owner or operator of an af-
fected facility described in §60.44b(j) or
(k) shall maintain records of the fol-
lowing information for each steam gen-
erating unit operating day:

(1) Calendar date,

(2) The number of hours of operation,
and

(3) A record of the hourly steam load.

(q) The owner or operator of an af-
fected facility described in §60.44b(j) or
§60.44b(k) shall submit to the Adminis-
trator a report containing:

(1) The annual capacity factor over
the previous 12 months;

(2) The average fuel nitrogen content
during the reporting period, if residual
oil was fired; and

(3) If the affected facility meets the
criteria described in §60.44b(j), the re-
sults of any nitrogen oxides emission
tests required during the reporting pe-
riod, the hours of operation during the
reporting period, and the hours of oper-
ation since the last nitrogen oxides
emission test.

(r) The owner or operator of an af-
fected facility who elects to dem-
onstrate that the affected facility com-
busts only very low sulfur oil under
§60.42b(j)(2) shall obtain and maintain
at the affected facility fuel receipts
from the fuel supplier which certify
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that the oil meets the definition of dis-
tillate oil as defined in §60.41b. For the
purposes of this section, the oil need
not meet the fuel nitrogen content
specification in the definition of dis-
tillate oil. Reports shall be submitted
to the Administrator certifying that
only very low sulfur oil meeting this
definition was combusted in the af-
fected facility during the reporting pe-
riod.

(s) Facility specific nitrogen oxides
standard for Cytec Industries Fortier
Plant’s C.AOG incinerator located in
Westwego, Louisiana:

(1) Definitions.

Oxidation zone is defined as the por-
tion of the C.AOG incinerator that ex-
tends from the inlet of the oxidizing
zone combustion air to the outlet gas
stack.

Reducing zone is defined as the por-
tion of the C.AOG incinerator that ex-
tends from the burner section to the
inlet of the oxidizing zone combustion
air.

Total inlet air is defined as the total
amount of air introduced into the
C.AOG incinerator for combustion of
natural gas and chemical by-product
waste and is equal to the sum of the air
flow into the reducing zone and the air
flow into the oxidation zone.

(2) Standard for nitrogen oxides. (i)
When fossil fuel alone is combusted,
the nitrogen oxides emission limit for
fossil fuel in §60.44b(a) applies.

(i) When natural gas and chemical
by-product waste are simultaneously
combusted, the nitrogen oxides emis-
sion limit is 289 ng/J (0.67 Ib/million
Btu) and a maximum of 81 percent of
the total inlet air provided for combus-
tion shall be provided to the reducing
zone of the C.AOG incinerator.

(3) Emission monitoring. (i) The per-
cent of total inlet air provided to the
reducing zone shall be determined at
least every 15 minutes by measuring
the air flow of all the air entering the
reducing zone and the air flow of all
the air entering the oxidation zone,
and compliance with the percentage of
total inlet air that is provided to the
reducing zone shall be determined on a
3-hour average basis.

(ii) The nitrogen oxides emission
limit shall be determined by the com-
pliance and performance test methods
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and procedures for nitrogen oxides in
§60.46b(i).

(iii) The monitoring of the nitrogen
oxides emission limit shall be per-
formed in accordance with §60.48b.

(4) Reporting and recordkeeping re-
quirements. (i) The owner or operator of
the C.AOG incinerator shall submit a
report on any excursions from the lim-
its required by paragraph (a)(2) of this
section to the Administrator with the
quarterly report required by paragraph
(i) of this section.

(if) The owner or operator of the
C.AOG incinerator shall keep records
of the monitoring required by para-
graph (a)(3) of this section for a period
of 2 years following the date of such
record.

(iii) The owner of operator of the
C.AOG incinerator shall perform all
the applicable reporting and record-
keeping requirements of this section.

(t) Facility-specific nitrogen oxides
standard for Rohm and Haas Kentucky
Incorporated’s Boiler No. 100 located in
Louisville, Kentucky:

(1) Definitions.

Air ratio control damper is defined as
the part of the low nitrogen oxides
burner that is adjusted to control the
split of total combustion air delivered
to the reducing and oxidation portions
of the combustion flame.

Flue gas recirculation line is defined as
the part of Boiler No. 100 that recircu-
lates a portion of the boiler flue gas
back into the combustion air.

(2) Standard for nitrogen oxides. (i)
When fossil fuel alone is combusted,
the nitrogen oxides emission limit for
fossil fuel in §60.44b(a) applies.

(ii) When fossil fuel and chemical by-
product waste are simultaneously com-
busted, the nitrogen oxides emission
limit is 473 ng/J (1.1 Ib/million Btu),
and the air ratio control damper tee
handle shall be at a minimum of 5
inches (12.7 centimeters) out of the
boiler, and the flue gas recirculation
line shall be operated at a minimum of
10 percent open as indicated by its
valve opening position indicator.

(3) Emission monitoring for nitrogen ox-
ides. (i) The air ratio control damper
tee handle setting and the flue gas re-
circulation line valve opening position
indicator setting shall be recorded dur-
ing each 8-hour operating shift.
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(ii) The nitrogen oxides emission
limit shall be determined by the com-
pliance and performance test methods
and procedures for nitrogen oxides in
§60.46b.

(iii) The monitoring of the nitrogen
oxides emission limit shall be per-
formed in accordance with §60.48b.

(4) Reporting and recordkeeping re-
quirements. (i) The owner or operator of
Boiler No. 100 shall submit a report on
any excursions from the Ilimits re-
quired by paragraph (b)(2) of this sec-
tion to the Administrator with the
quarterly report required by §60.49b(i).

(if) The owner or operator of Boiler
No. 100 shall keep records of the moni-
toring required by paragraph (b)(3) of
this section for a period of 2 years fol-
lowing the date of such record.

(iii) The owner of operator of Boiler
No. 100 shall perform all the applicable
reporting and recordkeeping require-
ments of §60.49b.

(u) Site-specific standard for Merck &
Co., Inc.’s Stonewall Plant in Elkton, Vir-
ginia. (1) This paragraph applies only to
the pharmaceutical manufacturing fa-
cility, commonly referred to as the
Stonewall Plant, located at Route 340
South, in Elkton, Virginia (‘‘site’’) and
only to the natural gas-fired boilers in-
stalled as part of the powerhouse con-
version required pursuant to 40 CFR
52.2454(g). The requirements of this
paragraph shall apply, and the require-
ments of §§60.40b through 60.49b(t) shall
not apply, to the natural gas-fired boil-
ers installed pursuant to 40 CFR
52.2454(g).

(i) The site shall equip the natural
gas-fired boilers with low nitrogen
oxide (NOx) technology.

(ii) The site shall install, calibrate,
maintain, and operate a continuous
monitoring and recording system for
measuring NOx emissions discharged to
the atmosphere and opacity using a
continuous emissions monitoring sys-
tem or a predictive emissions moni-
toring system.

(iii) Within 180 days of the comple-
tion of the powerhouse conversion, as
required by 40 CFR 52.2454, the site
shall perform a stack test to quantify
criteria pollutant emissions.

(2) [Reserved]

(v) The owner or operator of an af-
fected facility may submit electronic

40 CFR Ch. | (7-1-00 Edition)

quarterly reports for SO, and/or NOx
and/or opacity in lieu of submitting the
written reports required under para-
graphs (h), (i), (J), (k) or (1) of this sec-
tion. The format of each quarterly
electronic report shall be coordinated
with the permitting authority. The
electronic report(s) shall be submitted
no later than 30 days after the end of
the calendar quarter and shall be ac-
companied by a certification statement
from the owner or operator, indicating
whether compliance with the applica-
ble emission standards and minimum
data requirements of this subpart was
achieved during the reporting period.
Before submitting reports in the elec-
tronic format, the owner or operator
shall coordinate with the permitting
authority to obtain their agreement to
submit reports in this alternative for-
mat.

(w) The reporting period for the re-
ports required under this subpart is
each 6 month period. All reports shall
be submitted to the Administrator and
shall be postmarked by the 30th day
following the end of the reporting pe-
riod.

[52 FR 47842, Dec. 16, 1987, as amended at 54
FR 51820, 51825, Dec. 18, 1989; 60 FR 28062, May
30, 1995; 61 FR 14031, Mar. 29, 1996; 62 FR 52641,
Oct. 8, 1997; 63 FR 49455, Sept. 16, 1998; 64 FR
7464, Feb. 12, 1999; 65 FR 13243, Mar. 13, 2000]

Subpart Dc—Standards of Per-
formance for Small Industrial-
Commercial-Institutional
Steam Generating Units

SOURCE: 55 FR 37683, Sept. 12, 1990, unless
otherwise noted.

§60.40c Applicability and delegation of
authority.

(a) Except as provided in paragraph
(d) of this section, the affected facility
to which this subpart applies is each
steam generating unit for which con-
struction, modification, or reconstruc-
tion is commenced after June 9, 1989
and that has a maximum design heat
input capacity of 29 megawatts (MW)
(100 million Btu per hour (Btu/hr)) or
less, but greater than or equal to 2.9
MW (10 million Btu/hr).

(b) In delegating implementation and
enforcement authority to a State
under section 111(c) of the Clean Air
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